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Tekniske data

•	 Display: Cifferhøjde (20 cm).
•	 Tilpasset 14 sek. reglen
•	 Kraftig lysstyrke SMD LEDs
•	 Regulering af lysstyrke fra pulten. 
•	 Trådløs betjening (HF, 869 MHz).
•	 Stødsikker front i aluminium.
•	 Indendørs brug 
•	 Læsbar afstand: 90 m./ 160°.
•	 Integreret horn, 100 dB.
•	 Strømforsyning: 100/230V
•	 Vægt: 2.155 kg
•	 Strømforbrug: 35 W. 

Denne model kan både placeres på gulvet eller et bord uden 
yderligere udstyr. Vægbeslag eller stativ købes særskilt.  

Scoringstavle

Display

• Cifferhøjde: kampur/holdscore (20 cm).
• Cifferhøjde: halvleg (15 cm).
• Cifferhøjde: holdfejl/udvisning (15 cm).
• 3 time-out eller strafindikator.
• Spillestopindikator.
• Visning af aktuel tid udenfor kamptid (20 cm).

Pult

Basket-ball Volley-ballHand-ball Table tennis Badminton Rink hockeyNetballTennis Floorball Wrestling BoxingFutsal Squash CricketBasque Pelota

BT6120 Til skoler og 
sportshaller 
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Scoreboard

BT 6002 C

- Plug and Play portable display.
- High brightness SMD LEDs.
- Luminosity adjustment from the Time Pad.
- Wireless communication only (HF, 869 MHz).
- Shockproof ABS casing. 
- Indoor use or under shelter.
- Viewing distance: 90 m.
- Viewing angle: 160°.
- Integrated buzzer (horn), 100 dB at 1 metre.
- Shot clock display power source: 110/230v AC.
- Maximum power consumption (all Leds ON): 35 W.
- Weight: 2.155 Kg.

Display
Shot Clock with 20 cm digits
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This display can be set on the floor or table without additionnal equipment.
Wall or backboard mounting hardware in option.
Possibility of operation connected to the BT6000 keyboard or stand-alone 

General Description

Wall mounting Mounting on backboard post

Display Time Pad keyboard
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